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CETRIS® DEKOR

je cementotfiskova deska opatiena akrylatovou
mozaikovou dekorativni omitkou.

A cement bonded particleboard with a decorative acrylic
mosaic plaster.

Desky CETRIS” DEKOR jsou dodévény ve 4 barevnych odstinech dle vzorniku. Pri vétsim
odbéru desek je mozno po dohodé s vyrobcem dodat desky CETRIS® DEKOR i v jiné
tloustce a formétech.

Desky se pouzivaji predevsim jako fasadni obkladové desky v exteriéru, pro svislé obklady
sokll, fasad, vyplni zabradlia jako podhledy (podbiti stfechy).

The CETRIS® DEKOR boards are delivered in four colours according to a colour chart.
Ifbuying larger quantities, it is possible to deliver CETRIS™ DEKOR boards in other thicknesses
and formates after consultation with the producer.

The boards should be used especialy as exterior facade boards for vertical lining of plinths,
facades, railing panels or roof soffits.

Plati pro vsechny fasadni desky!
Applies to all facade boards!

Rubova strana desek je opatfena ochrannym zakladnim natérem, ktery nema
pravidelnou strukturu, vzhled a dostatecnou kryvost . Natér neméa specifikovany
barevny odstin, poZadavek na provedeni v bilém nebo transparentnim odstinu musf
byt predem uveden v objednavce.

The back side of the boards s treated with primer coat without regular texture, look
and sufficient covering power. The colour shade of the coat is not specific, therefore the
requirement for a white or transparent shade needs to be specified in the order in
advance.

Technicka specifikace
Technical specification

Zakladni formét / Basic size: 1250 x 625 mm

Tloustky desek / Board thicknesses: 12,14 mm

NN

Plosna hmotnost / Surface mass:
tloustka / thickness 12 mm - 20 kg/ m®
tloustka / thickness 14 mm - 23 kg/ m’

—>  Typ reliéfu: mozaikova dekorativni omitka
Surface: mosaic decorative plaster
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Odstiny: dle vzorniku desek CETRIS® DEKOR
Colours: as per the sampler of CETRIS® DEKOR boards

% Upozornént: vzornik barev je pouze orientacni
Please note: the colour table is approximate only

DEKOR 214F

DEKOR 212F

DEKOR 118F

DEKOR 222F

CETRIS” FINISH

je cementotfiskova deska s hladkym povrchem opatrena
zakladnim podnatérem a finalni povrchovou barvou
v barvenych odstinech dle vzorkovnice RAL, NCS.

is a cement bonded particleboard with smooth surface treated with

a primer coat and surface finish as per the sample card RAL, NCS.

CETRIS” PROFIL FINISH

je cementotfiskova deska s reliefem dreva nebo bridlice,
opatrena zakladnim podnatérem a finalni povrchovou Upravou
v barevnych odstinech dle vzorkovnice RAL, NCS.

(s a cement bonded particleboard with wood or slate relief
surface treated with a primer and top coat as per the sample
card RAL, NCS.

CETRIS” AKUSTIC FINISH

je perforovana cementotriskova deska s hladkym povrchem,
opatrena zakladnim podnatérem a finalni povrchovou Upravou
v barevnych odstinech dle vzorkovnice RAL, NCS.

is a perforated cement bonded particleboard with smooth

surface treated with a primer and top coat as per
the sample card.

Desky se pouzivaji predevsim jako fasadni obkladové desky v exteriérech.
The boards are primarily used as facade cladding boards in exteriors.

Natural Color System ®

Technicka specifikace
Technical specification

%

N

N

Zakladni formét / Basic size: 3350 x 1250 mm
CETRIS® AKUSTIC FINISH 1250 x 625 mm

Tloustky desek / Board thicknesses:
10-12-14-16-18-20-22-24-26-28-30-32 mm
po dohodé /on special order also: 34-36-38-40 mm
CETRIS® PROFIL FINISH 10,12 mm

CETRIS® AKUSTIC FINISH 8,10 mm

Objemova hmotnost / Bulk density: 1 150 - 1 450 kg/m’®

Sluzba dle pozadavki zakaznika:

fezani, vrtani otvord, srazeni hran
Additional processing.on customer's request:
cutting, drilling, chamfering

Typ reliéfu: hladka, CETRIS® PROFIL FINISH dezén d¥evo, bfidlice
Surface: smooth, CETRIS® PROFIL FINISH relief surface wood, slate

Odstiny: dle vzorniku RAL, NCS
Colours: pursuant to RAL or NCS color tables

Dodévané odstiny najdete na nasem webu / supplied colors found on our website

www.cetris.cz
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CETRIS® LASUR

je cementotriskova deska s hladkym povrchem opatrena
zakladnim pigmentovanym podnatérem a finalnim
lazurovacim probarvenym lakem v odstinech dle vzorniku.

[s a cement bonded particleboard with smooth surface
coated with pigmented primer and final translucent
coloured varnish in shades according to the colour chart.

CETRIS” PROFIL LASUR

je cementotfiskova deska s reliéfem dreva nebo bfidlice,
opatrena zakladnim pigmentovanym podnatérem

a finalnim lazurovacim probarvenym lakem v odstinech
dle vzorniku.

[s a cement bonded particleboard with wood or slate surface
coated with pigmented primer and final translucent
coloured paint in shades according to the colour chart.

Povrchova Uprava lazurovacim lakem nevytvarijednotny a jednolity vzhled.
The coating with translucent varnish does not create uniform and compact appearance.

Technicka specifikace / Technical specification

—>  Zé&Kladni formét / Basic size: 3 350 x 1 250 mm

Tloustky desek / Board thicknesses:
10-12-14-16-18-20-22-24-26-28-30-32 mm
po dohodé /on special order also: 34-36-38-40 mm
(CETRIS® PROFIL LASUR 10-12 mm)

Objemova hmotnost / Bulk density: 1 150 - 1 450 kg/m’®

b

Sluzba dle pozadavkd zakaznika:

fezani, vrtani otvorq, srazeni hran
Additional processing,on customer's request:
cutting, drilling, chamfering
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Typ reliéfu: hladky (CETRIS® PROFIL LASUR dezén dievo, bridlice)
Surface: smooth (CETRIS® PROFIL LASUR relief surface wood, slate)

% Odstiny: dle vzorniku desek CETRIS® LASUR (001 - 012)
Colour shades: according to the CETRIS® LASUR colour table

(0017 - 012)

Upozornéni: vzornik barev je pouze orientacni
Please note: the colour table is approximate only.

CETRIS®
LASUR 008

CETRIS®
LASUR 011

CETRIS®
LASUR 012

CETRIS®
LASUR 007

NOVE
ODSTINY

NEW
COLORS
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CIDEM Hranice, a.s., divize CETRIS
Nova 223, 753 01 Hranice | - Mésto

+420 724 287 969
cetris@cetris.cz

www.cetris.cz
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